
BAND SAW BLADE MACHINE 
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DATA SHEET  

Standard features
- 5 HP. Motor, Totally enclosed
- Tri-Rail Carriage
- Open Frame Stainless Steel Construction
- Removable Double Flanged Pulleys
- Exclusive two-piece table and open frame
design make sink washing or high pressure
hose-down a cinch
- Blade tension control accessible and
automatic
- Magnetic switch with thermal protection
for voltage overloads
- Web guide: upper and lower guide with
carbide insert for long life
- Blade speed: 4150 fpm

Specifications
Saw blade: 142" long
Electrical: available in 208-240/60/3
208-240/60/5
Capacity: cutting clearance is 15 3/4" D X
17 1/2" H X 24" L
Weight: 566.5 LB



ON / OFF switch

Safety interlocked door
Hinged and removable door easy 
cleand-up andmaintenance

Bright tinned cast iron . Upper
and lower blade pulleys are
easily removed

Exclusive heavy-duty
tubular column provides
onepiece rigid support

Automatic
tension, easy to
use by hand

Rugged Gauge Plate
Easily disengaged for adjustment
Exclusive design of gauge plate 
endpermits quick removal of 
cuts forstacking

Product Pusher

Emergency 
stop

Removable 
scrap tray

All legs are ajustable 
toconform to floor 
irregularity

Worktable brake
throughout its travel

Accessible blade is guarded
above
and below the cutting zone
Work table, stainless stell work
table
8 bearings to free weight

Stationary Cutting Table
Two piece, Provides extensive stackingy
space and easbreakdown for cleaning

Fully adjustable side
mounted blade guard
allows visibility while
cutting

Product Pusher


